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IF CONNECTION IS NOT FLANGED AND
/ IN GOOD CONBITON-TEE MUST BE REMOVED.
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\\“ CUT PIPE / FILL INSIDE OF PIPE WITH CONCRETE
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~————REMOVE TEE AND INSTALL A NEW SECTION OF PIPE
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\ WITH TWO TRANSITION COUPLINGS, WITH ALL STAINLESS
- INSTALL NEW PIPE  STEEL BOLTS, NUTS, AND COUPLINGS

\ COUPLIN PLAN

IF FLANGED, INSTALL
BLIND FLANGE
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/ REMOVE VALVE

CUT PIPE AWAY FROM VALVE

ALLOW AT LEAST 12" FROM PIPE

FILL INSIDE OF PIPE WiTH CONCRETE.

IF CONNECTION IS NOT FLANGED AND

IN GOCD CONDITON-TEE MUST BE REMOVED

PROFILE

NOTE:

A VISUAL INSPECTION GHALL BE MADE ON ALL
ABANDONMENTS BY WATER DIVISION STAFF,

[ APPROVED:

City of Westminsler

DEPARTMENT OF PUBLIC WORKS

ABANDON 3", 4", AND 6"
WATER SERVICE LINE

STANDARD NUMBER

419
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